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ITEM # DESCRIPTION MANUFACTURER PART NUMBER QUANTITY UNIT
 Control Panel  

1 Enclosure, Type Nema 1, Wall mount, with 
quarter turn latches Hoffman A-30N24BLP 1 each

2 Back Panel Hoffman A30N24MP 1 each

3 Keyed Selector Switch, 30mm, Nema, 2 
Position, Mainatained, Any Position Square D ZB5AG4 1 each

4 Contact Block, Normally Open Square D ZB5AZ101 2 each
5 Contact Block, Normally Closed Square D ZB5AZ102 2 each

6 Pilot Light, 30mm, Nema 4X, Push-to-Test, LED, 
Full Voltage, Red C3 Controls FV-PTT24LR-IPBCRD 3 each

7 Pilot Light, 30mm, Nema 4X, Push-to-Test, LED, 
Full Voltage, Green C3 Controls FV-PTT24LG-IPBCGN 1 each

8 12 Pole, NEMA Relay,24V Coil Allen-Bradley 700DC-P1200Z24 5 each
9 24VDC,4 Pole Control Relay IDEC RH4B-UL-24VDC 3 each
10 IDEC Relay Base IDEC SH4B-05 3 each
11 24VDC Power Supply Notifier FCPS-24S6 1 each
12 12 VDC Battery Notifier BAT-1270 2 each

Included loose in panel for installation by 
others

13 Stopper Station II w/Horn Safety Technology 
International SS-2241 1 each

Typical Equipment on Each Panel

14 Terminal Block, Feed Through, Finger Safe, 26-
10awg, 41 Amp, 800Volt, Type UT4 Phoenix Contact 3044102 A/R each

15 Ground Terminal Block, Finger Safe, 26-10awg, 
41 Amp, 800Volt, Type UT4-PE Phoenix Contact 3044128 A/R each

16 Ground Bus Bar Square D PK Series A/R each 
17 Wire Way IBOCO T1 Series A/R ft

SCHEDULE OF EQUIPMENT                                                

Walker Engineering

EPO Panel
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1Subject to change without notice	 PH (763) 422-2211 • FX (763) 422-2600 • hoffmanonline.com	 © 2009 Hoffman Enclosures Inc.

Contractor: Type 1

Hinged-Cover Type 1 Boxes and Enclosures and Accessories

Spec-00261  B

Spec-00261BPH (763) 422-2211FX (763) 422-2600  ContractorType 1Hinged-Cover Type 1 Boxes and Enclosures and Accessories

Medium, Type 1

   

Industry Standards

UL 50, 50E Listed; Type 1; File No. E27567
cUL Listed per CSA C22.2 No 40; Type 1; File No. E27567

NEMA/EEMAC Type 1
CSA, File 42184: Type 1
IEC 60529, IP30

Application
These enclosures have a size range of 16 x 12 x 6-in. to 36 x 30 x 12-in. 
and meet basic functionality requirements for applications that do 
not require oil- or dust-tight enclosures.

Features
•• �Doors have butt hinges
•• �Collar studs provided for mounting optional panel
•• �Slotted flush latches; optional latches available
•• �Mounting holes on back of enclosure

Specifications
•• �14 or 12 gauge steel

Finish
ANSI 61 gray polyester powder paint finish inside and out over 
phosphatized surfaces. Optional solid panels are white and optional 
perforated panels are gray.

Accessories
See also Accessories.
T-Handle Latch and Keyed Cylinder Lock Kits
Electric Heater
Electrical Interlocks
Grounding Device
Panels for Medium Type 1 Enclosures
Rack Mounting Angles - U Style (Type RA)
T-Handle Latch and Keyed Cylinder Lock Kits
Touch-Up Paint
Steel and Stainless Steel Window Kits
Bulletin: A1M

Standard Product 

Catalog Number AxBxC in./mm Panel Perforated Panel

Panel Size
D x E 
in./mm

Panel
Gauge

G 
in./mm

H 
in./mm

J 
in./mm

Q 
in./mm

P 
in./mm

F 
in./mm

K 
in./mm

A16N12ALP 16.00 x 12.00 x 6.62 
406 x 305 x 168

A16N12MP A16N12MPP 13.00 x 10.50
330 x 267

14 13.88
353

7.00
178

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A16N16ALP 16.00 x 16.00 x 6.62 
406 x 406 x 168

A16N16MP A16N16MPP 13.00 x 14.50
330 x 368

14 13.88
353

11.00
279

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A16N20ALP 16.00 x 20.00 x 6.62 
406 x 508 x 168

A16N20MP A16N20MPP 13.00 x 18.50
330 x 470

14 13.88
353

15.00
381

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A20N16ALP 20.00 x 16.00 x 6.62 
508 x 406 x 168

A20N16MP A20N16MPP 17.00 x 14.50
432 x 368

14 17.88
454

11.00
279

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A20N20ALP 20.00 x 20.00 x 6.62 
508 x 508 x 168

A20N20MP A20N20MPP 17.00 x 18.50
432 x 470

14 17.88
454

15.00
381

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A24N16ALP 24.00 x 16.00 x 6.62 
610 x 406 x 168

A24N16MP A24N16MPP 21.00 x 14.50
533 x 368

14 21.88
556

11.00
279

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A24N20ALP 24.00 x 20.00 x 6.62 
610 x 508 x 168

A24N20MP A24N20MPP 21.00 x 18.50
533 x 470

14 21.88
556

15.00
381

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A24N24ALP 24.00 x 24.00 x 6.62 
610 x 610 x 168

A24N24MP A24N24MPPa 21.00 x 22.50
533 x 572

12 21.88
556

19.00
483

2.50
64

1.06
27

0.31
8

6.00
152

1.50
38

A30N24ALP 30.00 x 24.00 x 6.62 
762 x 610 x 168

A30N24MP A30N24MPPa 26.00 x 22.50
660 x 572

12 27.50
699

16.75
425

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A36N24ALP 36.00 x 24.00 x 6.62 
914 x 610 x 168

A36N24MP A36N24MPPa 32.00 x 22.50
813 x 572

12 33.50
851

16.75
425

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A36N30ALP 36.00 x 30.00 x 6.62 
914 x 762 x 168

A36N30MP A36N30MPPa 32.00 x 28.50
813 x 724

12 33.50
851

22.75
578

3.62
92

1.25
32

0.44
11

6.00
152

2.00
51

A16N12BLP 16.00 x 12.00 x 8.62 
406 x 305 x 219

A16N12MP A16N12MPP 13.00 x 10.50
330 x 267

14 13.88
353

7.00
178

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A20N12BLP 20.00 x 12.00 x 8.62 
508 x 305 x 219

A20N12MP A20N12MPP 17.00 x 10.50
432 x 267

14 17.88
454

7.00
178

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A20N16BLP 20.00 x 16.00 x 8.62 
508 x 406 x 219

A20N16MP A20N16MPP 17.00 x 14.50
432 x 368

14 17.88
454

11.00
279

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A20N20BLP 20.00 x 20.00 x 8.62 
508 x 508 x 219

A20N20MP A20N20MPP 17.00 x 18.50
432 x 470

14 17.88
454

15.00
381

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A24N20BLP 24.00 x 20.00 x 8.62 
610 x 508 x 219

A24N20MP A24N20MPP 21.00 x 18.50
533 x 470

14 21.88
556

15.00
381

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38

A24N24BLP 24.00 x 24.00 x 8.62 
610 x 610 x 219

A24N24MP A24N24MPPa 21.00 x 22.50
533 x 572

12 21.88
556

19.00
483

2.50
64

1.06
27

0.31
8

8.00
203

1.50
38
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Catalog Number AxBxC in./mm Panel Perforated Panel

Panel Size
D x E 
in./mm

Panel
Gauge

G 
in./mm

H 
in./mm

J 
in./mm

Q 
in./mm

P 
in./mm

F 
in./mm

K 
in./mm

A30N20BLP 30.00 x 20.00 x 8.62 
762 x 508 x 219

A30N20MP A30N20MPPa 26.00 x 18.50
660 x 470

12 27.50
699

15.00
381

2.50
64

1.25
32

0.44
11

8.00
203

2.00
51

A30N24BLP 30.00 x 24.00 x 8.62 
762 x 610 x 219

A30N24MP A30N24MPPa 26.00 x 22.50
660 x 572

12 27.50
699

16.75
425

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A30N30BLP 30.00 x 30.00 x 8.62 
762 x 762 x 219

A30N30MP A30N30MPPa 26.00 x 28.50
660 x 724

12 27.50
699

22.75
578

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A36N24BLP 36.00 x 24.00 x 8.62 
914 x 610 x 219

A36N24MP A36N24MPPa 32.00 x 22.50
813 x 572

12 33.50
851

16.75
425

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A36N30BLP 36.00 x 30.00 x 8.62 
914 x 762 x 219

A36N30MP A36N30MPPa 32.00 x 28.50
813 x 724

12 33.50
851

22.75
578

3.62
92

1.25
32

0.44
11

8.00
203

2.00
51

A18N18CLP 18.00 x 18.00 x 10.62 
441 x 441 x 270

A18N18MP A18N18MPP 15.00 x 16.50
381 x 419

14 15.88
403

13.00
330

2.50
64

1.06
27

0.31
8

10.00
254

1.50
38

A24N20CLP 24.00 x 20.00 x 10.62 
610 x 508 x 270

A24N20MP A24N20MPP 21.00 x 18.50
533 x 470

14 21.88
556

15.00
381

2.50
64

1.06
27

0.31
8

10.00
254

1.50
38

A30N24CLP 30.00 x 24.00 x 10.62 
762 x 610 x 270

A30N24MP A30N24MPPa 21.00 x 22.50
533 x 572

12 27.50
699

16.75
425

3.62
92

1.25
32

0.44
11

10.00
254

2.00
51

A24N24DLP 24.00 x 24.00 x 12.62 
610 x 610 x 321

A24N24MP A24N24MPPa 21.00 x 22.50
533 x 572

12 21.88
556

19.00
483

2.50
64

1.06
27

0.31
8

12.00
305

1.50
38

A30N24DLP 30.00 x 24.00 x 12.62 
762 x 610 x 321

A30N24MP A30N24MPPa 26.00 x 22.50
660 x 724

12 27.50
699

16.75
425

3.62
92

1.25
32

0.44
11

12.00
305

2.00
51

A36N30DLP 36.00 x 30.00 x 12.62 
914 x 762 x 321

A36N30MP A36N30MPPa 32.00 x 28.50
813 x 724

12 33.50
851

22.75
578

3.62
92

1.25
32

0.44
11

12.00
305

2.00
51

Purchase panels separately.
aFlanged on all four sides
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Product data sheet
Characteristics

ZB5AG4
head for key selector switch Ø22- 2 positions
stay put - Ronis 455- any position

Main
 Range of product  Harmony XB5

 Product or component
type

 Head for key selector switch

 Device short name  ZB5

 Bezel material  Plastic

 Mounting diameter  22 mm

 Sale per indivisible
quantity

 1

 IP degree of protection  IP69 K conforming to IEC 60529

 Shape of signaling unit
head

 Round

 Type of operator  Stay put

 Operator profile  Black key switch

 Operator position
information

 2 positions 90°

 Type of keylock  Ronis 455

 Key withdrawal position  In any position

Complementary
 Product weight  0.057 kg

 Resistance to high pressure washer  7000000 Pa at 55 °C , distance: 0.1 m

 Mechanical durability  1000000 cycles

Environment
 Protective treatment  TH

 Ambient air temperature for storage  -40...70 °C

 Ambient air temperature for operation  -25...70 °C

 Class of protection against electric shock  Class II conforming to IEC 60536

 NEMA degree of protection  NEMA 13
 NEMA 4X

 IK degree of protection  IK06 conforming to IEC 50102

 Standards  CSA C22-2 No 14
 EN/IEC 60947-1
 EN/IEC 60947-5-1
 EN/IEC 60947-5-4
 EN/IEC 60947-5-5
 JIS C 4520
 UL 508

 Product certifications  BV
 CSA
 DNV (Det Norske Veritas)
 GL
 LROS (Lloyds register of shipping)
 RINA
 UL listed

 Vibration resistance  5 gn (f = 2...500 Hz) conforming to IEC 60068-2-6

 Shock resistance  30 gn (duration = 18 ms half sine wave acceleration) conforming to IEC
60068-2-27
 50 gn (duration = 11 ms half sine wave acceleration) conforming to IEC
60068-2-27

 RoHS EUR conformity date  0636

 RoHS EUR status  Compliant

astanfield
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Product Data Sheet ZB5AZ101
Electrical Component Contact Block, Contact Block
+ Mounting Collar, 1 NO

 
List Price $22.00 USD

Availability Stock Item: This item is normally stocked in our distribution facility.

Component Type Contact Block + Mounting Collar

Type XB5

Continuous Current Rating 10A

Contact Configuration 1 NO

Maximum Voltage Rating 600V

Contact Material Silver Alloy (Ag/Ni)

Terminal Type Screw Clamp

Size 22mm

Contact Rating A600 - Q600

Technical Characteristics 

Category 22469 - Push Buttons, Accessories, 22mm, ZB4, ZB5, ZBE

Discount Schedule I

GTIN 00785901370215

Package Quantity 10

Weight 0.04 lbs.

Availability Code Stock Item: This item is normally stocked in our distribution facility.

Returnability Y

Country of Origin FR

Shipping and Ordering 

As standards, specifications, and designs change from time to time, please ask for confirmation of the information given in this document.

Generated: 05/12/2010 10:43:13

© 2010 Schneider Electric. All rights reserved.
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Product Data Sheet ZB5AZ102
Electrical Component Contact Block, Contact Block
+ Mounting Collar, 1 NC

 
List Price $22.00 USD

Availability Stock Item: This item is normally stocked in our distribution facility.

Component Type Contact Block + Mounting Collar

Type XB5

Continuous Current Rating 10A

Contact Configuration 1 NC

Maximum Voltage Rating 600V

Contact Material Silver Alloy (Ag/Ni)

Terminal Type Screw Clamp

Size 22mm

Contact Rating A600 - Q600

Technical Characteristics 

Category 22469 - Push Buttons, Accessories, 22mm, ZB4, ZB5, ZBE

Discount Schedule I

GTIN 00785901370222

Package Quantity 10

Weight 0.04 lbs.

Availability Code Stock Item: This item is normally stocked in our distribution facility.

Returnability Y

Country of Origin FR

Shipping and Ordering 

As standards, specifications, and designs change from time to time, please ask for confirmation of the information given in this document.

Generated: 05/12/2010 10:44:02

© 2010 Schneider Electric. All rights reserved.
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APPROVALS/CERTIFICATIONS
UL file #:  E68568   
All c3controls 30mm products meet UL 508, CSA No. 14 and IEC 60947-5 product standards’ requirements.
CSA file #:  LR47446

ELECTRICAL RATINGS
Standard contact blocks are control circuit rated A600 heavy duty, 600 Volts continuous thermal, 
10 Amperes, 7200VA make and 720VA break (AC).  The DC rating is 250 Volts continuous thermal, 
5 Amperes, 138VA make and break.

ENVIRONMENTAL RATING
All c3controls 30mm products are UL Listed and are rated for Types 1, 2, 3, 3R, 4/4X, 12 and 13.

MECHANICAL DESIGN LIFE CYCLES
Push Buttons Momentary: 5 Million

Maintained: 1 Million

Selector Switches Non-Illuminated: 3 Million

Standard Contact Blocks 5 Million

Pilot Lights Refer to the Lamp Technical Data chart on page 31.

TEMPERATURE RANGE
Storage Temperature:  -40 to +185° F (-40 to +85° C)
Operating Temperature:  -40 to +131° F (-40 to +55° C)

TERMINAL CAPACITY
#22 to #12 AWG (one or two wires per terminal)

T E C H N I C A L  D A T A

Contact Blocks 6

Push Buttons 8

Special  Operators 19

Pilot Lights 20

Selector Switches 24

Legend Plates 28

Accessories 30

Dimensions 32

See Enclosures 123

c3controls complete line 
of 30mm Pilot Devices
are a perfect alternative for companies

looking to lower costs without sacrificing quality.

Our modular 30mm product line features an all-polyester construction for

superior durability.  All c3controls 30mm operators are UL Listed and are rated Type 4/4X

standard for watertight and corrosion resistance.  In addition, operators are also listed for 

Types 1, 2, 3, 3R, 12 and 13 requirements.  It is truly the best solution for 30mm 

products in the industry!

5www.c3controls.net   THE #1 ALTERNATIVE FOR INDUSTRIAL CONTROLS

30mmPR O D U C T L I N E

astanfield
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THE #1 ALTERNATIVE FOR INDUSTRIAL CONTROLS   www.c3controls.net

30mm PI L O T L I G H T S Push -To -Test

22

I T ’ S  E A S Y  T O  B U I L D  Y O U R  O W N  P I L O T  L I G H T

Push-To-Test Pilot Lights
PTT

I      II III       IV          V       VI VII

I. BASIC PUSH-TO-TEST OPERATOR 

CODE DESCRIPTION LIST
FV Full Voltage $26.00
TF Transformer (50/60 Hz) $38.00
RL Resistor $32.00

III. VOLTAGE BASED ON 
OPERATOR 

CODE DESCRIPTION
FULL VOLTAGE

6 6V AC/DC
12 12V AC/DC
24 24V AC/DC
120 120V AC/DC

TRANSFORMER
120 120V AC
240 240V AC
277 277V AC
480 480V AC

RESISTOR
120 120V AC/DC
240 240V AC/DC
480 480V AC/DC

VII. LENS COLOR

CODE COLOR
AR Amber
BE Blue
CR Clear
GN Green
RD Red
WE White
YW Yellow

V. CLAMP RING

CODE DESCRIPTION LIST
(Blank) Polyester (Type 4X) —
A Aluminum (Type 4) $2.00

VI. LENS TYPE

CODE DESCRIPTION LIST
IPBC Illuminated Push Button Lens $  8.00
IPBCM Illuminated Push Button $12.00

Mushroom Lens

IV. LAMP TYPE/COLOR

CODE COLOR LIST
LED

LA Amber $10.00
LB Blue $10.00
LG Green $10.00
LR Red $10.00
LW White $10.00

INCANDESCENT
(Blank) Clear —
F Clear Flashing Bulb $  4.00

NOTE: Incandescent flashing 
bulbs available for any 6V full 
voltage or transformer application.

NEON*
NG Green —
NR Red —

*NOTE: Only Available in FVPTT120, 
RLPTT240 and RLPTT480.

NL No Lamp – $  1.00

II. OPERATOR TYPE

CODE DESCRIPTION LIST
PTT Push-To-Test $21.00

Example: To build one of our most popular Pilot Lights, the part number 
would be I + PTT + III + IV + V + VI + VII or FVPTT120- IPBCRD

Push-To-Test Pilot Lights combine an 
illuminated push button with normally
open and normally closed contact 
blocks factory wired for three-point wiring
in standard push-to-test circuits.

SE E PA G E 31 F O R LA M P
TE C H N I C A L DATA A N D LA M P
RE P L A C E M E N T C H A R T S .

MIX AND MATCH ANY COLOR AND PUSH-TO-TEST PILOT LIGHT LENS

Push Button LensPush Button Lens Push Button LensPush Button Lens Push Button Lens

Simply pick the code number from each of the sections below and combine
them to build your part number.  See page 2 for more detailed directions. 

PUSH-TO-TEST PILOT LIGHTS W/POLYESTER CLAMP RING (TYPE 4X)

CATALOG NUMBER DESCRIPTION LIST
FVPTT120-IPBCAR Full Voltage 120V w/Incandescent Lamp & Amber Lens $55.00
FVPTT120-IPBCGN Full Voltage 120V w/Incandescent Lamp & Green Lens $55.00
FVPTT120-IPBCRD Full Voltage 120V w/Incandescent Lamp & Red Lens $55.00

SOME OF OUR POPULAR CONFIGURATIONS:

Mushroom Lens 
(1.5” dia.)

Mushroom Lens 
(1.5” dia.)

DISCOUNT
SCHEDULE A

W I R I N G  D I A G R A M

Customer connections
of line and test power
supplys.  Light unit is
powered by the line 
circuit.  Depressing the
lens cap will disconnect
the line and connect
the test supply, 
confirming bulb status.

Test

Line

Common

Push-To-Test
Light Operator

X1 X2
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